C € 0085

EC type examination certificate -
EG-Baumusterpriifbescheinigung

CE-0085CL0072

" Product Identification No.
Produkt-ldentnummer

Field of Application
Anwendungsbereich

Owner of Certificate
Zertifikatinhaber

Distributor
Vertreiber

Product Category
Produktart

Product Description
Produktbezeichnung

Model
Model!

Type of Boiler
Heizkesseltyp

Test Reports
Priifberichte

Test Basis
Priifgrundlagen

File Number

Aktenzeichen
I

EC Efficiency Directive (92/42/EEC)
EG-Wirkungsgradrichtiinie (92/42/EWG)

August Brotie GmbH
August-Brotie-Str. 17, D-26180 Rastede

August Brotje GmbH
August-Brotje-Str. 17, D-26180 Rastede

Boilers with flue systems: Condensing water heater (3202)

Condensing boiler with fan-assisted burner and flue system

EuroCondens SGB...E

condensing boiler

supplement test: K8642012B3 from 04.12.2012 (TRG)

EU/92/42 (21.05.1992)

12-0608-GWR

DVGY ”“m GmbH
Zetifizierungsstetie

DVGW CERT GmbH - recognized by the German Institute for Building
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A22 ~ CE-0085CL0072
?;pé;; N Technical Data ) Energy Labelling o
Typ Technische Daten Energieeffizienzkennzeichnung

EuroCondens SGB 125 E
EuroCondens SGB 170

EuroCondens SGB 215 E
EuroCondens SGB 260 E
EuroCondens SGB 300 E

EuroCondens SGB 400 E

nominal heat output: 19,2...121,8 kW
heat input (Hi): 20,0...125,0 kW
nominal heat output: 26,8...165 8 kW
heat input (Hi): 28,0...170,0 kw
nominal heat output: 33,5...210,1 kW
heat input (Hi): 35,0..215,0 kW
nominal heat output: 40,2...254,5 kW
heat input (Hi}: 42,0...260,0 kW
nominal heaf output: 459..294 0 kW
heat input {(Hi): 48,0...300,0 kW
nominal heat output: 80,4...393,8 kW
heat input (Hi): 82,0...402,0 kW
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Hints of U‘tilization"/ Remarks
Verwendungshinwelise / Bemerkungen

The energy labelling can be used according to the actual regulations of the country of destination for the individual types,
The above listened model was certified under the Product-ldentnumber CE-0085CL0072 according to the Gas Appliance

Directive (2009/142/EC),




